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EXISTING GEOMETRICS

PROPOSED GEOMETRICS

LEGEND OF UTILITIES
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——— PLACE ONE SET OF LEFT TURN
PAV'T ARROWS IN BREAK APPROX.

PLACE ONE HANDHOLE
IN BREAK APPROX. 100 FEET

GENERAL NOTES

1. D.0. DENOTES DELAYED OUTPUT LGBP DETECTORS.
PAVEMENT MARKINGS ARE NOT TO BE INSTALLED UNTIL

LOOP DETECTORS AND CONDUIT INSTALLATION ARE
COMPLETE.

PAVEMENT MARKING DETAILED ARE PROPOSED AND SHALL

BE INSTALLED BY THE CONTRACTOR IN ACCORDANCE WITH
S.H.A. STANDARDS.
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BETWEEN HAND HOLES SHOWN.
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PHASING NOTES:

W)

2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY.

]
OPERATION

22 ® ‘
@e x 1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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PROJ. NO.

SHEET TOTAL
NO. SHEETS

MD

FLASHING

"PLACE ONE HANDHOLE
IN BREAK APPROX. 160 FEET
BETWEEN HAND HOLES SHOWN.

NOTES:

1.THE EXISTING SIGNAL IS TO REMAIN IN PLACE
AND OPERATIONAL UNTIL THE PROPOSED
SIGNAL POLES, MAST ARMS AND SIGNAL HEADS

ARE IN PLACE.

PLACE ONE HANDHOLE
IN BREAK APPROX.
BETWEEN HAND HOLES SHOWN.

></

100 FEET

b 3y E} 2. THE PROPOSED SIGNAL WILL OPERATE IN A “FIXED
WL TIME MODE” UNTIL THE PROPOSED LOOP WIRES
RIVAH AND FINAL WIRING AND SIGNAL TIMING CAN
N:ea ® BE FULLY OPERATIONAL.
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